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10/100M Broadband Router

Usage Diagram
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LED Indicator
SIN Indicator Function
1 |Power LED (Green) LED lights up steadily indicate that the power is
applied to the router.
2 |LAN 100Mb LED LED lights up steadily indicate that the
(Green) respective LAN connection is at 100Mbps.
LED lights off indicate that the respective LAN
connection is at 10Mbps.
3 |WAN Activity LED | LED blinks indicate that the WAN connection
(Green) has activity.
4 |Diag LED (Green) Firmware diagnostic LED.
5 |Conn LED (Green) Not in use
6 [WAN Link LED | LED lights up steadily indicate that there is a
(Green) good cable connection to the WAN port.
7 |LAN Link/Act LED LED blinks indicate that the LAN connection
(Green) has activity.
LED lights up steadily indicate that there is a
good cable connection to the respective LAN
ports.
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C. Reset Button

While you forget the password to login the utility or want to re-configure it, press the
button to restore the factory default configuration. Press the button during 1~5seconds,
system will just restart. Press the button more than 5 seconds, system will restore
default config (default IPis 192.168.1.1)

D. Hardware

4 LAN Ports
For linking computers or other Ethernet devices, e.g. a hub/switch

WAN Port
For linking to the Ethernet port of a cable/DSL modem

Power (3.3V/3A)
Used to connect the external power adapter supplied with the router. Note that
only the supplied adapter should be used.

Hardware | nstallation

Making a Connection

1. Connect to acable/DSL modem -- Use a standard Ethernet RJ-45 cable
(Cross over).

Check the “Link/Act” LED of “WAN” port on front panel, it must be on.
Connect to the PCs — use a standard Ethernet RJ-45 Cable.

3. Connect the power adapter.

N

Attention:

1. The cable distance between the IP Sharing Router and PC/hub/Switch
should not exceed 100 meters.

2. Make sure the wiring is correct. In 10Mbps operation, Category 3/4/5 cable
can be used for connection. To reliably operate your network at 100Mbps,
you must use Category 5 cable, or better Data Grade.
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Utility Setup
1. Before Setup...

Have the following infor mation ready
For ADSL service with PPPOE, obtain the following information from your ISP
a. The user login name

b. Thelogin password
c. Service name (some ISP may not require you to use this)

If you have a fixed public IP address, obtain the following information from your
ISP

a. The assigned Gateway |P address

b. Domain Name Server’s IP address

C. Subnet Mask

Release/Renew | P Address of the PC
a. For Windows 98 user, click Sart, Run..., enter winipcfg. Click release then
renew the IP.

b. For Windows 2000/XP user, run ipconfig /release in DOS prompt. Do
ipconfig /renew again.
Note: There's a space before the “ /” .

1) After getting the correct connection, start the web browser and type
192.168.1.1 in the addressfield. Press Enter
2) Enter the factory default password passwor d and click OK

/2 Login Page: - Microsoft Internet Explorer E : _ (=] x|

THE @ED ZEY Gma TAD #Hhy E
CRE -4 - Qo O GeRx @R BB S0-HE&Z 1089
HEA() [ €] hep:/j192.158.1 Sfenylogin.bim =] @3 | seE 7 oton antivins £ -
Search... [ skins[weeb [

Internet Broadband Router

Please enter your password:

s LOGIN |

[ Forget your password? - see the User's Guide for instructions ]
¥ -]
&) 5eE [ [ | meemnet
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3) You will enter the Utility homepage

2} Nx-2204 - Microsoft Internat Explorer i

= =181
THE WIEBE FEW R TAD #EH

CEE - = - D[ DR asEx @R B3-S0 -BhHZ IRDD
(D) [&] httpijj192.166.1.5/enfmain.asp =] @wE | mE | Norton Antivius 5] -

[Search [&] shems[wreb [

| HOME M INF!

Configuration

==

[ [ [ mternet

2.LAN SETUP
The LAN Setup screen provides the basic setup for the LAN port A

2 NX-2204 - Microsoft Internet Explorer E =18 x|

-
ILPHE) TEW) W TAD #FHo ‘

CEE - - D A OB mvEE e 3(D-S0-HE&P JER 9
tﬁiﬁ:@@http:mgz153.1.3fenfmam.asp j 3 |5§§§ »|Nnrtnn Antiirus ] -

| HOME

Configuration

IP Address: W
Metwork Mask: lm
DHCP Start IP Address: 192.168.1.W
DHCP End IP Address: 192.168.1.W

¥ always use these DNS servers

Primary DNS IP Address: 211.82.184.129

Secondary DNS IP Address:
DHCP Server: " Enable # Disable

Apply

1

Show Active Dhep Leases Dhcp Server Reservations

[&] setup the Lam settings [

[ | |4 mtermet
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User could set the router IP and DHCP range. DHCP function must be enabled if user need
Auto-1P assign by router.(recommend)
User can set advanced DHCP options, can check the IP list information and lease time as below

Click ‘DHCP server reservation’, the reserved IP list will be showed, and also can set
reserved |P by user.

3. WAN setup
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Different Wan connect type could be selected by different web page.
1) PPPover Ethernet
a) For ADSL user, please select PPP over Ethernet, and fill in the user name
password. Can set the connection type as* On demand’ or ‘ Always On’, and
also the Idle time or reconnect time.
b) For some ISP need MAC as the user identification, please clone your
network MAC to the router, just click the* MAC clone’.

2) Static IPaddress

If your ISP provide direct broadband connection and give your static | P address,
please fill in the IP/network mask/gateway

3) Dynamic IP address
If ISP provide Cable Modem or dynamic | P address, select this.
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4. NAT (network addresstranslation) function

Usually all PCs connected to the router are protected from Internet intruders by a
built-in firewall. For some kinds of Internet applications, for example, Internet
interactive games, video-conferencing, VPN (Virtual Private Network), or as an
e-mail server etc., computers must be exposed to the Internet. The DMZ Host
feature allows 15 local users to be exposed to the Internet.

You must assign a static |P address to the Client PC to be exposed to the Internet.
User can set the rules according to the Port or |P address.
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5. Routing

If your Cable/DSL Router is connected to more than one network, you may have to
set up a static route between the two networks. A static route is a predetermined
pathway that network data packets must travel to reach a specific host or network.
Click ‘ Static Routing table’ can set routing function

6. LAN filter

This feature allows you to block/enable some LAN Computers access to the I nternet.

You can set up filters by using I P addresses, network port numbers, day of the week or
time of the day.
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7. Wan filter

This feature allow you to access or block to some internet domain

8. System tools

User can setup some feature according below list

1.

2.
3.
4

Router identity: user can set router name, contact and router |ocation.
Set router’s clock: user can set router time or get from time server
Firmware upgrade: user can upgrade software if needed
Save or Reset:

a. User must Save the config after any changing

b. User can backup the current config and save to the computer

c. User can restore to default setting by click ‘reset’
Change Password: user can change the login password as admin needed
Reboot Router: Router will reboot.
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9. System Information

This page show all the current information of router.
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